TWO OUTPUTS - ISOLATED 3.5W to 4W ,

MAIN FEATURES

e Encapsulated Design And Same Footprint As EI30
Transformer : Upgrade Your Application Without
Redesign Of PCB

e Small Compact Size - P C B Mount
. Two Isolated Output

Output Voltage Accuracy : * Safety : Meets All Requi ts of: IEC/EN61558-2
[} o ale y . Vleels equirements OI: -2-
Zifpsz'e For 15t0100% Rated Load Of Each 16, IEC/EN60950, IEC/EN60335, UL/CUL60950,CE,

VDE, ENEC Mark
® Materials : Uses UL 94-VO0 Plastic And Resin

(includes line and load variations

elnput Range : 85VAC - 265VAC/47 - 63Hz Or
120VDC - 370VDC ® EMC : Conducted And Radiated Emissions Conform
To EN55014, EN55032, CLASS B

® Immunity Conform To EN61000-3-3,EN61000-4-2,
® Better Energetic Efficiency : Meet Requirements EN61000-4-3, EN61000-4-4, EN61000-4-5

Of Energy Star EN61000-4-6, EN61000-4-8, EN61000-4-11

®\ery Low Standby Power Consumption < 0.2W

Part Number Output Power | Output Voltage | Output Current | Output Load | Max.Operating Min. Part
(W) (Vdc) (mA) Regulation (%) | Ambient (°C) Efficiency(%)
5 350 (600 max) + 3
47252 3.5 60
5 350 + 15
12 165 (300max) + 5
47254 72
12 165 + 15
15 135 (200 max) + 5
47255 60 73
q 15 135 + 15
5) 400 (600 max) + 3
47257 68
12 170 + 15
18 150 (200 max) + 5
47258 72
8 150 + 15
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DIMENSIONS and PINOUT pin 6:  DC output 1 OV < 3
pin 7: DC output 1 +V g 2
pin 9: DC output 2 0OV (1) |
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