Dissipative Dual Lhyer Rubber Mats
8RS EN R
Maujor Specifications:

* Dual purpose rubber matring material can be used eithor as dissipative or conductive matting
* Superior resistance 1o abrasion, chemicals
= Easy 1o clean and maintain

* Heat resistant

RTT: 2 X 10—4 X 10'Ohms per ANSI EOS/ESD-54.1
RTG: 2 X 10°—9 X 10°0Ohms per ANSI EQS/ESD-$4.1
Top surface resistivity:

2X10"—2 X 10°Chms/sq per ANSI EOS/ESD-S11.11
Bottom surface resistivity:

2X10"—2 X 10*Ohms/sq per ANSI EOS/ESD-811.11
Hardness: 60 Shore A per ASTM D 2240
Tensille strength: 155 ky/om® per ASTM D 412
Tear strength: 90 kg/cm per ASTM D 412
Elongation: 285% per ASTM D 412
Surface treat: Dull
Charge Decay! <0.03 sec. Per E1JA-541
Thickness; 0.080(2.0mm)
Rolls size: 0.9 X 10M, 1 X10M, and 1.2 X 10M

Color: Green, Blue, Grey
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MAT TOPKIT ROLLS

I Bench mat as customer requesting Grounding hardware is NOT INCLLUDED
LR KRBT with rolls and inust be ordered separately.
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