Pin1

|HININ

m SPECIFICATIONS

Voltage Rating : 250V AC/DC

Current Rating : 3A AC/DC
Withstanding Voltage : 1000V AC/minute

L } ] ALO.1 | Insulation Resistance : 1000M {2 min
11/ 2.54+0.1 Temperature Range : - 257 to + 85C
B E O :: B O ; I = - Contact Resistance : 20m ) max
1 DDO0-60-0>P s, =wae
Iy 20,05 * PartNo.: YY3Rxx
B+0.3 Recommand PCB Layout e PolesN : 2-16
= Material : Contact : Brass, Tin Plated
Base : Nylon 66 UL94V-2
A+0.2 e Q'ty: 1000 pcs./Bag
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% 'l[’ (3 ” [ + '_'+ Poles Part No. lmznsmns(lranm)
i | [ 2 JS—7001-02 2.54 | 5.08
[ 3 JS—7001-03 5.08 | 7.62
S ( 4 JS—=7001-04 7.62 0.16
! ! l ke’ 5 JS—7001-05 [ 10.16 | 12.70
- | 6 JS—7001-06 12.70 | 15.24
I 7 JS=7001-07 15.24 | 17.78
| | 11 . 8 JS—7001-08 17.78 | 20.32
: o~ ~ 9 JS—7001-09 20.32 | 22.86
-l_,--l_,-—]J l_[—u ! ' ~ 10 JS—=7001-10 22.86 | 25.40
11 JS—7001-11 25.40 | 27.94
, I I I i 12 JS—7001-12 27.94 | 30.48
J o U U i —t 13 JS—7001-13 | 30.48 | 33.02
14 JS—7001-14 33.02 | 35.56
3.2 15 JS—=7001-15 35.56 | 38.10
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